
Electrical:
 Rated Power:
 Input voltage:
 Beam angle: 

Optical:
 CCT:
 Lumen out put:
 LED Type:
 CRI:

 Life:
 Lumen maintenance:
 Warranty: 

Model:   DNLRSJ0911055CWHLP

Due to continuous improvements, the information herein may be changed without notice
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SPECIFICATION SHEET

 General: 
 Dimmable Solution: 
 IP:
 Operating temperature: 
 Finish color Availability: 
 Certification: 
 Type:

Description:
Introducing the 4" Slim Light Fixture, designed to fit seamlessly into 4"
octagonal boxes. Its ultra-slim profile and integrated driver simplify installation,
eliminating the need for bulky driver boxes. With 5CCT color changing
technology, it offers versatile lighting options to suit any environment. Perfect
for residential, commercial, and architectural spaces where space is limited but
quality lighting is essential.

 27K - 30K- 35K - 40K - 50K    5CCT Tunable
 650 - 680 -715 - 750  - 730LM
 COB
+80

9W
120V AC  50/ 60HZ
38°   60° 

70% Light Output at 50,000 Hours 
2 Years

10%-100% dimming capability
 IP44
-20°C~104°C(-4°F~40°F)
White, Black
ETL, Energy Star, FCC
IC

OctiFit-S
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SPECIFICATION SHEET

DRAWING 

OctiFit-S
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