
Life:

Optical:

General: 

Electrical:

Model: PLLSBT

Lumen maintenance:
Warranty: 

 Rated Power:
 Power Factor:
 THD:
 Input voltage:

CCT:
Efficacy:
CRI:

 Dimmable Solution:
 Operating temperature:
 Optional:
 Certification:

@ 25˚C >54,000hrs
2 Years

3K,35K,4K ,5K,65K .CCT Tunable
130M/W
Ra>95

20W-72W Power selectable 
>0.95
< 20% at Full Load
120-277V /120-347 VAC

0-10V Dimming
-22°F to 104°F (-30℃ to 40℃)
Microwave induction and Bluetooth control
cULus

Due to continuous improvements, the information herein may be changed without notice
831 3rd St W, North Vancouver, BC V7P 3K7 Canada | P.: +1(604) 770-3315 | E: info@maxtarlighting.com

SPECIFICATION SHEET

Description: 
 Upgrade your office lighting with the Indirect Troffer Light, a stylish and efficient alternative to flat panel lights.
Its indirect illumination reduces glare, providing smooth, uniform lighting that enhances both comfort and
aesthetics. Available in 2x4 and 2x2 sizes, this fixture offers wattage and CCT adjustability for customizable
brightness  and color temperature. Optional features include battery backup for power outages and a
microwave motion  sensor for energy efficiency.Combine modern design with superior functionality for a well-lit
and elegant workspace

 LED BlazeTroffer Light
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MODEL SIZE INPUT VOLTAGE POWR TUNABLE CCT CRI
LUMINUOS

EFFICIEINCY
DIMMABLE

PLLSBT40

PLLSBT72

2X2 FT

2X4 FT

120-277VAC :UNV
120-347VAC: 347

20W/25W/30W/35W/40W

30W/40W/50W/60W/72W

3000K
3500K
4000K
5000K
6500K

Ra>80 130LM/W 0-10V

HOUSING White high-strength metal frame,seamlessly

LENS ASSEMBLY Polycarbonate diffuser prevents shadows and glare, while
providing uniform illumination

MOUNTING Recessed
Installs into conventional grid ceilings

RECOMMENDED USE Offices / Educational & Retail / Commercial & Institutional
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 LED BlazeTroffer Light

Specification 

POWER & CCT Selectable 
Power Selectable (SWITCH1)

2x2FT / 2x4FT
20W 25W 30W 35W 40W

Power Selectable (SWITCH1)

2x4FT

30W 40W 50W 60W 72W

CCT Selectable (SWITCH2)

2x2FT / 2x4FT

3000K 3500K 4000K 5000K 6500K
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     MODEL SIZE A (inch)(mm) B (inch)(mm) C (inch)(mm)

PLLSBT40 2x2 FT 23.74"(603mm) 23.74"(603mm) 1.97"(50mm)

PLLSBT72 2x4 FT 47.75"(1213mm) 23.74"(603mm) 1.97"(50mm)
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LED BlazeTroffer Light

PRODUCT DIMENSIONS

2x2 FT 2x4 FT
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 LED BlazeTroffer Light

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM(2x2FT)

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM(2x4FT)

Product Photometry 
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 LED BlazeTroffer Light

Microwave Motion Sensor Option

Sensor Parameters : 

https://www.google.com/search?client=safari&rls=en&q=maxtar+lighting&ie=UTF-8&oe=UTF-8#
https://maxtarlighting.com/contact/#
https://www.google.com/search?client=safari&rls=en&q=maxtar+lighting&ie=UTF-8&oe=UTF-8#
https://maxtarlighting.com/contact/#
Maxtar Lighting
Line



Due to continuous improvements, the information herein may be changed without notice
831 3rd St W, North Vancouver, BC V7P 3K7 Canada | P.: +1(604) 770-3315 | E: info@maxtarlighting.com

SPECIFICATION SHEET

LED BlazeTroffer Light

Application
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